Ordering code: BIS007A ieersone BALLUFF

Read/write head sensors worldwide
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1) Active surface, 2) Clear zone
Application weight 197 g
Characteristic data
Degree of protection as per IEC 60529 |P67 Remarks
For installation in metal: Observe clear zone.
Mechanical data Time specification includes data check.
Ambient temperature 0...+70 °C Values are under rated conditions unless otherwise specified.
Storage temperature -20°C ... +85°C For use only with converters BIS C-901 or BIS C-6xx
Housing material PBT blue Indicated relative speed based on reading / writing first 4 Byte of first page
Antenna type Round mounting only with included plastic nuts
Free fall EN 60068 Part 2-32 First ordering you need cable: BIS C-505-PU1-05 BIS C-505-PU-05 BIS
Shock rating EN 60068 Part 2-27 C-506-PU1-05 BIS C-506-PU-05 BIS C-517-PVC-05 BIS C-518-PVC-05
Continuous shock load EN 60068 Part 2-29
Vibration rating EN 60068 Part 2-6
cus LISTED
PROCESS CONTROL
EQUIPMENT 3TLJ
Definitions see main catalog
subject to change
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statischer Betrieh
Static mode
Schreibabstand in mm

Wirite distance in mm 0-14 0-15 0-13 0-13 0-12 011
Leseabstand in mm
Read distance in mm 0-14 0-15 0-13 0-13 0-12 0-11
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Wersatz in mm

bei Abstand von '1 +12 +13 +4 +9 +3 49
2
Offset in mm 3 +12 +12 +4 +3 +9 +4
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